ﬁ) DuffNorton

TECHNICAL

Rotary Unions

1000 series

FEATURES

Conversion table

Bar

PSI

1

14,5038

750

1000 K : nickel plated steel

'm 1000 : stainless steel
DIMENSIONS 1/4" to 3" BSP
000K : nickel plated steel
'm 10001 stainless steel 316 L
‘ Male and female connection
L Right-hand - BSPP thread
| PRESSURE 010 50 bar except 316 L (see table)
| TEMPERATURE 200° C maxi
] ROTATION _ Swiveling motion
APPLICATION Attached fi tings on hoses for decanting hose reels.
‘OBSBNATIONS Attached fi ttings on hoses for decanting hose reels.
’VCONNECTION With flexible hoses -
Oil, air, gas, vacuum, water (1000 K),
USE chemicals (1000 I),
lubrication (from the 1027)

Performance Charts
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I Standard Material

Stainless Steel
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1000 K : nickel plated steel

'm 1000 : stainless steel
DIMENSIONS 1/4" to 3" BSP
000K : nickel plated steel
'm 10001 stainless steel 316 L
‘ Male and female connection
L Right-hand - BSPP thread
| PRESSURE 010 50 bar except 316 L (see table)
| TEMPERATURE 200° C maxi
] ROTATION _ Swiveling motion
APPLICATION Attached fi tings on hoses for decanting hose reels.
. OBSERVATIONS Aftac hoses hose reels.
Conversion table ‘ A e i iieinin
CONNECTION With flexible hoses
Bar PSI 5 T —
Oil, air, gas, vacuum, water (1000 K),
1 14,5038 USE chemicals (1000 1),
lubrication (from the 1027)

Performance Charts
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